PUMP MOUNTED RELIEF ENGINEERING

Oilgear VRS-

Installation Drawing
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PUMP MOUNTED RELIEF

IIVRS 1l

ENGINEERING 2

Model Code

E60255 sht. 1 of 2

BLOCK #: 11213 -14|-| 5 |-| 6 |-|7]~-]|8|- 9
EXAMPLE: VIRIS|—|A[-| 50 |-]| 00 | ~|[VI-|N|[-| AU
EXPLANATION

BLOCK:

1 -V = VALVE

2 - R = RELIEF

3 - S = PRESSURE SPIKE RELIEF

4 — TYPE : CONNECTION

A = 1.00"-3000 PS!, CODE 61,
B = 1.25"-3000 PSI, CODE 61,
C = 1.50"~3000 PSI|, CODE 61,
D = 2.00"-3000 PSI, CODE &1,
E = 1.00"~6000 PS|, CODE 62,
F = 1.50"-6000 PSI, CODE 62,
G = 2.00"-3000 PSi, CODE 61,
H = 2.00"-6000 PSI, CODE 62,
J = 1.50"-3000 PSI, CODE 61,
K = 1.50"-6000 PSI, CODE 62,
L = 1.25"-3000 PSI, CODE 61,
M = 1.25"-6000 PSI, CODE 62,
N = 1.00"-3CC0 PSI, CODE 61,
P = 1.00"-6000 PSI, CODE 62,
R = 1.25"-6000 PSI, CODE 62,

]

5 - PRESSURE SPIKE RELIEF
07 = 50-700 PsI

20 = 50~2000 PS|
35 = 50-3500 PSi
50 = 50-5000 PSI

6 — PRESET PRESSURE:
00 = NONE (STD.)
20 = 2000 PS|
30 = 3000 PSI
40 = 4000 PS|
(ONLY AVAILABLE IN INCREMENTS

7 — SEALS
V = VITON  {(STD.)
B = BUNA-N
E = BUTYL
P = EPR

o
(

PRESSURE ADJUSTOR:

N = STANDARD KNOB

| = INTERNAL ADJUSTOR
TR = TAMPER RESISTANT

9 — DESIGN SERIES
A1U = (SUBJECT TO REVISION)

SAE STR.THREAD
SAE STR.THREAD
SAE STR.THREAD
SAE STR.THREAD
SAE STR.THREAD
SAE STR.THREAD
2" SAE FLANGE
2" SAE FLANGE
1.50" SAE FLANGE
1.50" SAE FLANGE
1.25" SAE FLANGE
1.25" SAE FLANGE
1.00" SAE FLANGE
1.00" SAE FLANGE
SAE STR. THREAD

OF 100 PSI)
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