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Installation Drawing
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SAE FLANGE SZE TYPE A B 4 D H J K AL AB AL BA 88 BC BD ca [>:] o
2.00-3000 PSI G £.50 3.00 200 531 -— - - 1.875 #12 1.062-12 4.50 119 3.062 1.50 150 150 1.688 100 1.00 100
2.00~-56000 PSI "H" 775 400 200 812 - - 2.000 #2 | 1.062-12 5.12 119 3812 2.00 2.00 200 1.750 100 1.00 100
1.50-3000 PSI “y" 6.50 275 200 531 - - - 1.500 12 | 108212 425 1.19 2750 1.38 138 138 1.408 100 1.00 1.00
1.50-6000 PSI K" 7.00 325 200 688 -— - - 1.500 #12 1.062-12 475 119 3125 182 182 1562 1438 1.00 1.00 1.00
1.25-3000 PSI L 850 250 200 A59 - - - 1.250 10 | a7s-14 412 119 2312 1.25 125 125 1.188 100 1.00 1.00
1.25-5000 PSI Ny 675 275 200 531 — - - 1.250 #12 | 1.082-12 450 1.19 2625 138 138 138 1.250 1.00 1.00 1.00
1.00~-300D PSI “N* 6.00 200 200 406 - bt - 1.000 Fall Aars-14 4.00 1.19 2062 1.00 1.00 1.00 1.031 1.00 1.00 100
1.00-6000 PSI “p B.75 250 200 A89 -— - —_— 1.000 #12 | 1.082-12 450 1.19 2250 125 1.25 125 1.094 100 1.00 1.00
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Model Code
BLOCK#: 112|13|-4|-| 5 Ii-| 6 |-17|-|8|- 9
EXAMPLE: VIR|S{—-[A{—| 50 |—| 00 | ~|V|—|N|=| AtU
EXPLANATION
BLOCK:
1 — V = VALVE
2 - R = RELIEF
3 — S = PRESSURE SPIKE RELIEF
4 — TYPE : CONNECTION
A = 1.00"-3000 PSI, CODE 61, SAE STR.THREAD
B = 1.25"-3000 PSI, CODE 61, SAE STR.THREAD
C = 1.50"-3000 PSI, CODE 61, SAE STR.THREAD
D = 2.00"-3000 PSI, CODE 61, SAE STR.THREAD
£ = 1.00"-6000 PSI, CODE 62, SAE STR.THREAD
F = 1.50"-6000 PSI, CODE 62, SAE STR.THREAD
G = 2.00"-3000 PSI, CODE 61, 2" SAE FLANGE
H = 2.00"-6000 PSI, CODE 62, 2" SAE FLANGE
J = 1.50"-3000 PSI, CODE 61, 1.50" SAE FLANGE
K = 1.50"-6000 PSI, CODE 62, 1.50" SAE FLANGE
L = 1.25"-3000 PSI, CODE 61, 1.25" SAE FLANGE
M = 1.25"-8000 PSI, CODE 62, 1.25" SAE FLANGE
N = 1.00"-3000 PSI, CODE 61, 1.00" SAE FLANGE
P = 1.00"-6000 PSI, CODE 62, 1.00" SAE FLANGE
R = 1.25"-8000 PSi, CODE 62, SAE STR. THREAD
5 — PRESSURE SPIKE RELIEF
07 = 50-700 PSI
20 = 50-2000 PSI
35 = 50~-3500 PSI
50 = 50-5000 PSI
6 — PRESET PRESSURE:
00 = NONE (STD.)
20 = 2000 PSI
30 = 3000 PSI|
40 = 4000 PS|
&E (ONLY AVAILABLE IN INCREMENTS OF 100 PSI)
~
E- 7 — SEALS
$ V = VITON (STD.)
cua B = BUNA-N
8 E = BUTYL
L P = EPR

B — PRESSURE ADJUSTOR:
N = STANDARD KNOB
| = INTERNAL ADJUSTOR
TR = TAMPER RESISTANT
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DESIGN SERIES
A1U = (SUBJECT TO REVISION)
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