PUMP, VARIABLE DELIVERY
PVM 065/075

"B" FRAME

ENGINEERING

Installation Drawing

Rear Ported, SAE Pressure & Flanged Suction

GENERAL NOTES:

OPTIONAL MAX
VOLUME STOP

LEFT HAND
PUMP SHOWN

GPTIONAL MAX VOLUME STOP
1/2" [12,7mm] INTERNAL HEX
1 TURN CW DECREASES FLOW 10%

PRESSURE COMP.
ADJUSTMENT

OPTIONAL
ADJUSTABLE
LOAD SENSE

LIFTING LUG HOLE
M8 X 16mm DEEP

1) PUMPS ARE DESIGNED FOR ONE-WAY SERVICE

2) THESE UNITS ARE DESIGNED TO RUN WITH CASE FULL
OF FLUID AT ALL TIMES. FILL CASE BEFORE STARTING
AND CONNECT DRAIN LINES ACCORDINGLY,

3) NUMERICAL DIMENSIONS GIVEN IN INCHES/[mm].

4) TOTAL WEIGHT = 75 LBS [34 KG]

SHAFT OPTIONS
SHOWN ON SHEET 7

%

PURGE PORT
f~——15.83 MAX 5.00
[148] [1271 10.00
4.03 —=r=—4.03 —] [253.9 ]
[102.41 [102.4]
v 3.536 — 'B" MOUNTING FLANGE CASE DRAIN PORT
& 2 AND 4 BOLT MOUNT 1.062—12UNF—28 THD
[89.811 PER SAE J744 485 #12 SAE STR THD
e [123.21
[44.91] E
TO ENABLE STANDARD LOAD
— SENSE, REMOVE 1/16" NPT |
ASEES%;EEN?MPENSATOR PIPE PLUG AND INSTALL
5/32" [4mm] INT. HEX © INTO STANDARD LS PORT ‘
5.22 | 1 TURN CW INCREASES
[132.6] [ L PRESSURE SETTING 1200 PSI T |
45° l [ @ ‘
TYP a.
o
562 1.768 1.69
[14.27 1 [44,91 ] [42.9 ]
3536
[89.811
©.562
[14.271
3.66
[s2.8 1
—1.69 L 156
[42.9 1 [39.61
ALTERNATE

CASE DRAIN PORT
1.062— 12UNF—28 THD

#12 SAE STR THD [73.05]

S PORT & ADJUSTMENT FOR
OPTIONAL ADJUSTABLE LOAD SENSE

STANDARD LS PORT
.438-20UNF—2B THD

(SHOWN PLUGGED)

5.750
[146.05

#4 SAE STR THD PORT

1 5/32" [4mm] INTERNAL HEX

1 TURN CW INCREASES DIFFERENTIAL
PRESSURE 170 PSI

#4 SAE STR THD
(SHOWN PLUGGED)
INSTALL 1/16" NPT

PORT A — PRESSURE
1.625—12UNF-28 THD
#20 SAE STR THD

PIPE PLUG (OP3) FOR
STANDARD LOAD SENSING

.38
[s.71

| u

24,0007 0,

+0,00
ﬂ: 10187000

1.75
[44.5 ]

el

<]
@ \
|
- \
|
A -1
HP PORT

.438-20UNF-28 THD
#4 SAE STR THD
(SHOWN PLUGGED)

SH 1
oF7

519343-202

RP PORT
438-20UNF~28 THD
#4 SAE STR THD
(SHOWN PLUGGED)
STABILITY ORIFICE
(OP2) INSTALLED HERE

f~- 3.062
[77.77

VIEW A-A

-500-13UNC—28 THD
.75 [19] DEEP

1 \
PORT B — SUCTION

22.000 SAE CODE 61
FLANGE PATTERN

52
[13.23

4.85
[123.1]

NOTE: DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS

ALTERNATE
CASE DRAIN PORT
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(414) 327-1700
(414) 327-0532
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PUMP, VARIABLE DELIVERY

PVM 065/075

n BII

FRAME

ENGINEERING

Inatallation Drawing

Rear Ported, Flanged Pressure & Suction

.500—13UNC—28 THD

GENERAL NOTES:

1) PUMPS ARE DESIGNED FOR ONE-WAY SERVICE

2) THESE UNITS ARE DESIGNED TO RUN WITH CASE FULL
OF FLUID AT ALL TIMES. FILL CASE BEFORE STARTING

AND CONNECT DRAIN LINES ACCORDINGLY.

3) NUMERICAL DIMENSIONS GIVEN IN INCHES/[mm].

4) TOTAL WEIGHT = 75 LBS [34 KG]

OPTIONAL MAX
VOLUME STOP

LEFT HAND
PUMP SHOWN

OPTIONAL MAX VOLUME STOP
1/2" [12.7mm] INTERNAL HEX
1 TURN CW DEGREASES FLOW 10%

LIFTING LUG HOLE
M8 X 16mm DEEP

SHAFT OPTIONS
SHOWN ON SHEET 7

PURGE PORT

1.768
[44,91]

f~—15.83 mAX 5.00
[148] [127]
4.03 —= 4.03 —
[102.4] [102.4]
f~—3.536 =
[89.811

5.22

"B" MOUNTING FLANGE
2 AND 4 BOLT MOUNT
PER SAE J744

PRESSURE COMPENSATOR
ADJUSTMENT

5/32" [4mm] INT. HEX
1 TURN CW INCREASES
PRESSURE SETTING 1200 PSI

/\ﬁ

PRESSURE Ct
ADJUSTME!

OPTIONAL
ADJUSTABLE
LOAD SENSE

[253.9 ]

ASE DRAIN PORT
1.062—12UNF—28B THD
#12 SAE STR THD

TO ENABLE STANDARD LOAD
SENSE, REMOVE 1/16" NPT
PIPE PLUG AND INSTALL
INTO STANDARD LS PORT

[132.61]
a5
TP
562 1.768 1.69
[14,27 1] [44,91 ] [42.9 ]
I 3536
. [89.811]
ER
[14.27 ]
3.66
\ e [92.8 1
Ly, 1.56
[42.9 ] [39.6 1
ALTERNATE
CASE DRAIN PORT le 2875 4
1.062—12UNF-28 THD 173,05 1 S PORT & ADJUSTMENT FOR
#12 SAE STR THD - OPTIONAL ADJUSTABLE LOAD SENSE
(SHOWN PLUGGED) —— #4 SAE STR THD PORT

PORT A — PRESSURE

©1.250 SAE CODE 62 1 2.6825 o
FLANGE PATTERN [66.68 ]
!

5/32" [4mm] INTERNAL HEX
1 TURN CW INCREASES DIFFERENTIAL
PRESSURE 170 PSI

.75 [19] DEEP

1.250
[31.751

1.688
[42.88 ]

— -

RP PORT
.438-20UNF-28 THD

N

.38
[s.71

\

+.000
24,0007

+0,00
H: 10187002

=

=1.75
[44.5 1]

-500—-13UNC—28 THD
.75 [19] DEEP

STANDARD LS PORT
.438-20UNF-2B THD
#4 SAE STR THD
(SHOWN PLUGGED)
INSTALL 1/16" NPT
PIPE PLUG (OP3) FOR
STANDARD LOAD SENSING

HP PORT
.438—20UNF-28 THD
#4 SAE STR THD
(SHOWN PLUGGED)

OMP.
NT

sH2

519343-202

#4 SAE STR THD - ?'7075727 ] ALTERNATE
éi’;gm‘rf%f‘i%é ' PORT B — SUCTION 52— fe— CASE DRAIN PORT
(072) INSTALLED iERe VIEW A=A o iGE PATER | ezl —
[123.11
NOTE: DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS
Reissued: Sept., 2004 OILGEAR Telephone: (414) 327-1700
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PUMP, VARIABLE DELIVERY
PVM 065/075

"B" FRAME

ENGINEERING

Installation Drawing

Side Ported, SAE Pressure & Flanged Suction

OPTIONAL MAX
VOLUME STOP

LEFT HAND
PUMP SHOWN

OPTIONAL MAX VOLUME STOP
172" [12.7mm] INTERNAL HEX
1 TURN CW DECREASES FLOW 10%

GENERAL NOTES:

1) PUMPS ARE DESIGNED FOR ONE—WAY SERVICE

2) THESE UNITS ARE DESIGNED TO RUN WITH CASE FULL
OF FLUID AT ALL TIMES. FILL CASE BEFORE STARTING
AND CONNECT DRAIN LINES ACCORDINGLY.

3) NUMERICAL DIMENSIONS GIVEN IN INCHES/[mm].

4) TOTAL WEIGHT = 75 LBS [34 KG]

SHOWN ON SHEET 7

PRESSURE COMP,
ADJUSTMENT

OPTIONAL
ADJUSTABLE
LOAD SENSE

LIFTING LUG HOLE
M8 X 16mm DEEP

~

SHAFT OPTIONS

ORT A — PRESSURE
1.625—12UNF—2B THD
#20 SAE STR THD

PURGE PORT
f=— 5.83 MAX 5.00
[148] 1271 10.09
4.03 — 4.03 —] 25831
[102.4] [102.4]
f~— 3536  — “B" MOUNTING FLANGE ASE DRAIN PORT
{soe1] 2 AND 4 BOLT MOUNT 1.062-12UNF-28 THD
! PER SAE J744 e 485 #12 SAE STR THD
1.768 - ’ A
[44.91 1 [123.2]
TO ENABLE STANDARD LOAD
— SENSE, REMOVE 1/16" NPT |
! /ZSJEE?’;EEN?MPENSATOR PIPE PLUG AND INSTALL
/300 [4mm] INT. HEX @ INTO STANDARD LS PORT ‘
5.22 1 TURN CW INCREASES
[132.67 (! PRESSURE SETTING 1200 PSI = ‘
45+ o
YR 1 3.31 ‘
T o [84.11
562 1.768 1.69 |
[14.27 ] [44.91 ] [42.9 1
I 3.536 ‘
[89.811
=.562 ‘
[14.27 ] 2 en 331
[92.8 ] i [84.11 ‘
~1.69 —1.58
[42.9 1 [39.6 ] |
ALTERNATE
CASE DRAIN PORT e 2875 4 A
1.062—12UNF—28 THD . S PORT & ADJUSTMENT FOR
#12 SAE STR THD [73.031 OPTIONAL ADJUSTABLE LOAD SENSE a?gPQEBNE—;BORTLD jZBFigzLNr—za THD
(SHOWN PLUGGED) e #4 SAE STR THD PORT . y
#4 SAE STR THD #4 SAE STR THD

5.750
[146.05 1

1 TURN CW INCREASES DIFFERENTIAL
PRESSURE 170 PSI

5/32" [4mm] INTERNAL HEX

(SHOWN PLUGGED)
INSTALL 1/16" NPT
PIPE PLUG (OP3) FOR
STANDARD LOAD SENSING

(SHOWN PLUGGED)

.38 —
[s.71 o| o PORT B — SUCTION
22.000 SAE CODE 61
FLANGE PATTERN
94.000:832 %7 | [ 3.0862 i
|[ 101 5+O,OO £77.77 1 §
70,05 —
‘ »
Ll <D | €
:ﬂ ~.500—-13UNC—-2B THD
.75 [19] DEEP
izépfgzLNFsz THD te
#4 SAE STR THD 1.688
(SHOWN PLUGGED) [42.88 ]
STABILITY ORIFICE
(OP2) INSTALLED HERE VIEW A=A '[5123,2] 7 C:LSTERSQLEN
4.85 PORT
[123.1]
8.78
NOTE: DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS 2231
Telephone: (414) 327-1700 OILGEAR Reissued: Sept., 2004
Fax: (414) 327-0532 2300 So. 51st. Street DS-47973
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PUMP, VARIABLE DELIVERY
PVM 065/075

n BII

FRAME

ENGINEERING

Installation Drawing

Side Ported, Flanged Pressure & Suction

GENERAL NOTES:

1) PUMPS ARE DESIGNED FOR ONE—WAY SERVICE

2) THESE UNITS ARE DESIGNED TO RUN WITH CASE FULL
OF FLUID AT ALL TIMES. FILL CASE BEFORE STARTING

AND CONNECT DRAIN LINES ACCORDINGLY,

3) NUMERICAL DIMENSIONS GIVEN IN INCHES/[mm].

4) TOTAL WEIGHT = 75 LBS [34 KG]

OPTIONAL MAX
VOLUME STOP

LEFT HAND
PUMP SHOWN

OPTIONAL MAX VOLUME STOP
1/2" [12.7mm] INTERNAL HEX
1 TURN CW DECREASES FLOW 10%

PRESSURE COMP.
ADJUSTMENT

OPTIONAL
ADJUSTABLE
LOAD SENSE

LIFTING LUG HOLE
M8 X {6mm DEEP

SHAFT OPTIONS
SHOWN ON SHEET 7

PURGE PORT

\,

f~—1.250
[31.751]

PORT A — PRESSURE

1,250 SAE CODE 62
FLANGE PATTERN

2.625
[66.68 1

\.50071 3UNC—2B THD

.75 [19] DEEP

f=——5.83 MAX 5.00
[1481 [1271 10.09
4.03  —— 4.03  — [256.3 1
[102.4] [102.41]
le— 3.536 | "B" MOUNTING FLANGE ASE DRAIN_PORT
T50.311 2 AND 4 BOLT MOUNT 1.062—12UNF~28 THD
it PER SAE J744 485 #12 SAE STR THD
1.768 -
[44,911] [123.2]
TO ENABLE STANDARD LOAD
: SENSE, REMOVE 1/16" NPT
! PRESSURE COMPENSATOR PIPE PLUG AND INSTALL
ADJUSTMENT ® INTO STANDARD LS PORT
5/32" [4mm] INT, HEX
5.22 1 TURN CW INCREASES
[132.6] Lt PRESSURE SETTING 1200 PSI T
45+ i °
s fr }] 3.19
° [s13
562 1.768 1.69
[14.27 ] [44,91 ] [42.9 1 m \
3.536 < "
[s9.811
2
[14.271
. : i
[92.8 ] i
L .69 —1.56 =
[42.9 1] [39.6 1] ]
ALTERNATE 7
CASE DRAIN PORT e 5875 -l
1.062—12UNF—28 THD ’ LS PORT & ADJUSTMENT FOR HP PORT

#12 SAE STR THD 73031

(SHOWN PLUGGED)

5.750
[146,05 ]

RP PORT
.438-20UNF-28 THD

OPTIONAL ADJUSTABLE LOAD SENSE
#4 SAE STR THD PORT

5/32" [4mm] INTERNAL HEX

1 TURN CW INCREASES DIFFERENTIAL
PRESSURE 170 PSI

38—
[s.71

+.000
24,0007 )

+0,00
H: 10187000

STANDARD LS PORT

.438-20UNF-28 THD
#4 SAE STR THD
(SHOWN PLUGGED)
INSTALL 1/16" NPT
PIPE PLUG (OP3) FOR
STANDARD LOAD SENSING

438-20UNF~28 THD
#4 SAE STR THD
(SHOWN PLUGGED)

o ORT B — SUCTION
22.000 SAE CODE 61
FLANGE PATTERN

3.062
[77.77 1

}ﬁ

.500—13UNC—28 THD

.75 [19] DEEP

SHa
oF 7

519343-202

#4 SAE STR THD 1.688
(SHOWN PLUGGED) [42.88 ]
(07 NemLLED e VIEW A-A 52 RN
4.85 — PORT
[123.11
8.78
NOTE: DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS 2231
Reissued: Sept., 2004 OILGEAR Telephone: (414) 327-1700
2300 So. 51st. Street Fax: (414) 327-0532

DS-47973

Milwaukee, WI USA 53219




PUMP, VARIABLE DELIVERY ENGINEERING

PVM 065/075

"B" FRAME

Installation Drawing Side Ported, SAE Pressure & Flanged Suction w/Thru-Shaft

OPTIONAL MAX
VOLUME STOP

LEFT HAND
PUMP SHOWN

HOWN WITH OPTIONAL
REAR COVER PLATE

PRESSURE COMP.
ADJUSTMENT

OPTIONAL
ADJUSTABLE
LOAD SENSE

OPTIONAL MAX VOLUME STOP
1/2" [12,7mm] INTERNAL HEX
1 TURN CW DECREASES FLOW 10%

\,

PORT A — PRESSURE
1.625— 12UNF—28 THD
#20 SAE STR THD

LIFTING LUG HOLE
M8 X 16mm DEEP

GENERAL NOTES:

1) PUMPS ARE DESIGNED FOR ONE—WAY SERVICE

D4

2) THESE UNITS ARE DESIGNED TO RUN WITH CASE FULL
OF FLUID AT ALL TIMES. FILL CASE BEFORE STARTING
AND CONNECT DRAIN LINES ACCORDINGLY,

3) NUMERICAL DIMENSIONS GIVEN IN INCHES/[mm].

4) TOTAL WEIGHT = 80 LBS [36 KG]

AN

SHAFT OPTIONS
SHOWN ON SHEET 7

/,

PURGE PORT
5.83 MAX 5.00
[148] [127]
10.36
4.05  —~f=—24.03 —= [263]
[102.4] [102.4]
fe—3536 — "B MOUNTING FLANGE WCSGSZEERZ/Z‘ZFFLOZETTHD
[8s.811] 2 AND 4 BOLT MOUNT #‘2 SAE STR 1D A
1.788 —-ﬂ PER SAE 4744 fe——a.85
24,91 [123.2]
L ! ! 70 ENABLE STANDARD LOAD
| — SENSE, REMOVE 1/16" NPT !
PRESSURE COMPENSATOR PIPE PLUG AND INSTALL
ADJUSTMENT ® INTO STANDARD LS PORT ‘

5/32" [4mm] INT. HEX

52z | 1 TURN CW INCREASES |
C 61 e PRESSURE SETTING 1200 PSI
45° ‘
v 'S 3.31
i [84.11 |
562 1.768 1.69
[14.27 ] [44.91 1 [42.9 1 ‘
T 3.536
[89.81 1]
2.562 !
[14.27 1 366 3.31
[92.8 1 [e4.11 ‘
L1.es 1.56
[42.2 1] [39.6 1 |
ALTERNATE -
CASE DRAIN PORT L2875 A
1.062— 12UNF—28 THD [73.031 LS PORT & ADJUSTMENT FOR
#12 SAE STR THD OPTIONAL ADJUSTABLE LOAD SENSE STANDARD LS PORT HP PORT
(SHOWN PLUGGED) f~———5.750 — #4 SAE STR THD PORT +438-20UNF-28 THD .438—-20UNF—2B THD

[146.05 1

5/32" [4mm] INTERNAL HEX
1 TURN CW INCREASES DIFFERENTIAL
PRESSURE 170 PSI

.38
[e.71

#4 SAE STR THD

(SHOWN PLUGGED)

INSTALL 1/16" NPT
PIPE PLUG (OP3) FOR
STANDARD LOAD SENSING

M12 X 25mm DEEP
2 HOLES

#4 SAE STR THD
(SHOWN PLUGGED)

PORT B — SUCTION
/ 22.000 SAE CODE 61
FLANGE PATTERN

sHs

A

Q‘ /
[ .
s
+.000 )
R = rS -
+0,00 - b
ﬂ:wm’s—u,os 5
H

| b 1 ¢

IN\—s00- 130nC—28 ™D
.75 [19] DEEP

RP PORT

.438—20UNF-2B THD

#4 SAE STR THD

(SHOWN PLUGGED) 1.688

STABILITY ORIFICE ~ 6.750 =1 B2 — [42.88 ]

(OP2) INSTALLED HERE [146.05 1] SAE "B" 2—BOLT MOUNT [13.2] -ALTERNATE

SHOWN WITHOUT REAR COVER PLATE 485 CASEszﬁ\N
VEW A-A O T
8.78
NOTE: DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS L2231

Telephone: (414) 327-1700 OILGEAR Reissued: Sept., 2004
Fax: (414) 327-0532 2300 So. 51st. Street DS'47973

Milwaukee, WI USA 53219




PUMP, VARIABLE DELIVERY

ENGINEERING

PVM 065/075

"B" FRAME

Installation Drawing Side Ported, Flanged Pressure & Suction w/Thru-Shaft

OPTIONAL MAX
VOLUME STOP

LEFT HAND
PUMP SHOWN

SHOWN WITH OPTIONAL

REAR COVER PLATE

PRESSURE COMP,
ADJUSTMENT

OPTIONAL
ADJUSTABLE
LOAD SENSE

1.250
[31.751

ORT A — PRESSURE
21,250 SAE CODE 62
FLANGE PATTERN

f

2.625
[e6.68 1

OPTIONAL MAX VOLUME STOP
1/2" [12,7mm] INTERNAL HEX
1 TURN CW DECREASES FLOW 10%

~

LIFTING LUG HOLE
M8 X {6mm DEEP

GENERAL NOTES:

1) PUMPS ARE DESIGNED FOR ONE—WAY SERVICE

2) THESE UNITS ARE DESIGNED TO RUN WITH CASE FULL
OF FLUID AT ALL TIMES. FILL CASE BEFORE STARTING
AND CONNECT DRAIN LINES ACCORDINGLY.

3) NUMERICAL DIMENSIONS GIVEN IN INCHES/[mm],

4) TOTAL WEIGHT = 80 LBS [36 KG]
SHAFT DPTIONS

SHOWN ON SHEET 7 .75 [19] DEEP

T

PURGE PORT
5.83 MAX 5.00
[148] [1271
10.36
4.03 ——~—4.03 [263]
[102.4] [102.4]
RN [ MOUNTING FLANCE '085-130NF_58 T
[89.811] 2 AND 4 BOLT MOUNT 12 SAE STR THD A
1.768 —-ﬂ PER SAE J744 4.85 "—‘
[44.91 ] [123.17
TO ENABLE STANDARD LOAD
: — SENSE, REMOVE 1/16" NPT
RESSURE COMPENSATOR PIPE PLUG AND INSTALL
ADJUSTMENT ® INTO STANDARD LS PORT

5/32" [4mm] INT. HEX

?%2322 - 1 TURN CW INCREASES
: PRESSURE SETTING 1200 PSI Tr—
45 i °
e I 3.19
[e1]
562 1.768 1.69
[14.271 [44.91 ] [42.9 1
I 3.536
[89.811
2.562
[14.27 ] 3.19
3.66 Ta1]
[92.8 ]
—1.69 L 156 \
[42.9 ] [39.6 ]
ALTERNATE

[~ 2.875 ’l

CASE DRAIN PORT

1.062—12UNF-28 THD [73.03 1 LS PORT & ADJUSTMENT FOR

#12 SAE STR THD OPTIONAL ADJUSTABLE LOAD SENSE STANDARD LS PORT HP_PORT

(SHOWN PLUGGED) 5750 —_— #4 SAE STR THD PORT 438—20UNF—28 THD +438-20UNF-28 THD
[146.05 1 5/32" [4mm] INTERNAL HEX #4 SAE STR THD #4 SAE STR THD

(SHOWN PLUGGED)

INSTALL 1/16" NPT
PIPE PLUG (OP3) FOR
STANDARD LOAD SENSING

(SHOWN PLUGGED)

° PORT B — SUCTION
/ 22.000 SAE CODE 61
FLANGE PATTERN

Ll 3062
[77.77 1

o
I — ]77\.500—1&”%0—25 THD

| .75 [19] DEEP

1 TURN CW INCREASES DIFFERENTAL
PRESSURE 170 PSI

.38
[s.71

[ -

24.0007 "

+0,00
ﬂ: 10167000

M12 X 25mm DEEP
2 HOLES

RP PORT
438—20UNF—28 THD
#4 SAE STR THD

\.500—1 3UNC—2B THD

s

519343-707

(SHOWN PLUGGED) 1.688
STABILITY ORIFICE ~———5.750 — B2 — [42.88 ]
(OP2) INSTALLED HERE [146.05 ] SAE "B" 2-BOLT MOUNT [13.2] ALTERNATE
SHOWN WITHOUT REAR COVER PLATE 485 CASEPgS?N
VW A4 A S
8.78
NOTE: DIMENSIONS SHOWN IN T 1 ARE IN MILLIMETERS L2231
Reissued: Sept., 2004 OILGEAR Telephone: (414) 327-1700
2300 So. 51st. Street Fax: (414) 327-0532

DS-47973 Milwaukee, WI USA 53219




PUMP, VARIABLE DELIVERY

PVM 065/075

n BII

FRAME

ENGINEERING

Installation Drawing

Shaft and Control Options

SAT "B

SAE "B-B" SAE "B-B"
SPLINE SHAFT SPLINE SHAFT KEYED SHAFT
1.62 1.81 3.08
[41.11 [45.9 ] [77.7 1
2.00
.75 .91 [50.8 ]
[19.1] [23.2 1
+.000
1110700
+0,00
L ﬂ:zs,wg Tois
VIEW SHOWING VIEW SHOWING VIEW SHOWING
SPLINE SHAFT SPLINE SHAFT KEYED SHAFT
SAE INVOLUTE SPLINE

13 TEETH. 16/32 PITCH 1
.859 (21,82) MAJOR DIA.

PRESSURE COMPENSATOR

FULL STROKE
TALSTROE o

REMOTE

.984 (24,99) MAJOR DIA.

SAE INVOLUTE SPLINE
5 TEETH. 16/32 PITCH

21.000—.002 [25,40-0.05]
W/.250 [6,35] SQ. KEY

PUMP CONTROL OPTIONS

STANDARD LOAD SENSE W/
PRESSURE COMPENSATOR OVERRIDE

>

CUSTOMER
SUPPLIED

3

LS

C
C

PRESSURE CONTROL OPTIONS

MULTIPLE PRESSURE
COMPENSATOR CONTROL

FULL STROKE
LI

L fif

PUMP CONTROL PISTON |

PRESSURE COMPENSATOR
UNLOADING CONTROL

PROPORTIONAL PRESSURE
COMPENSATOR CONTROL

RP RP
-
|
HP HP

SAE "C
KEYED SHAFT

— 3.31
841
2.25 W
[57.2 1
1
,,,,, =
+.000
1.3900
+0.00
ﬂ:zs.sw ooy ]l L
VIEW SHOWING
KEYED SHAFT

21.250—.002 [31,75-.05]
W/.312 [7,92] SQ. KEY

ADJUSTABLE LOAD SENSE W/
PRESSURE COMPENSATOR OVERRIDE

CUSTOMER
7 SUPPLIED

e X
JTT

\
\
L - |

FuL sTRoKe
Sfuswoe
|

|

-
B
L1

FUMP CONTROL FISTON

REMOTE PRESSURE
COMPENSATOR CONTROL

HP

SH7
oF

519343-202

NOTE: DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS
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