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SERVICE  INSTRUCTIONS
OILGEAR  TYPE  "VSA"  THREE-WAY  CYLINDER  PREFILL AND

EXHAUST  VALVES

Figure 1. Typical "VSA" Prefill. Unit on left (94018) w/o "shroud", unit on right (94019) shown with "shroud".
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I.  PREPARATION  AND  INSTALLATION

A. MOUNTING

If unit is equipped with optional shroud (39), it may be neces-
sary to remove the control assembly (320, 330 or 350), and op-
tional Port 5 assembly (64) first. Remove screws (58), and re-
move retainer ring (56) before lifting shroud up and off of the
prefill valve assembly. It may be necessary to use screw (58)
holes and "jack" shroud from body.

PURPOSE OF INSTRUCTIONS

These instructions are written to simplify your work when installing, operating and maintaining Oilgear Type "VSA" cylinder prefill
valves. Your acquaintance with the construction, principle of operation and characteristics  of these valves will help you attain satisfac-
tory performance, reduce shut-down time and increase the unit's life. Some units have been modified from those described in this bulletin
and other changes may be made without notice.

Thoroughly clean all external surfaces and remove all thread pro-
tectors. Mount the unit on a flat 32 RMS minimum finish surface
being sure Port 1 seal and spacer assembly (41 thru 45) as well as
o'ring (54) are in place. Secure prefill valve to your cylinder with
cap screws meeting Table 1 specifications.

NOTE: Parts drawings and lists are located on pages 8 thru
11.  To aid in location of parts, numerals in parentheses
(###) used in text correspond to Parts List item numbers.
























